TURBINE FLOW METER

Digital turbine flow meter-25°C~ 100°C Liquid Meter Size DN15~ DN200( 1/2" ~ 8")

FEATURES

Place of Origin: Henan, China (Mainland)

Brand Name: SD
Model Number: SDLW

Medium: All kinds of oils and water
Connection: Flange /Thread /Clamp-on type

Output: 4-20mA /RS485

Power supply: 24VDCor 3.6V battery
Ambient temperature: -25~+60°C
Protection grade: IP65/1P67 /IP68(optional)
Accuracy:0.2%/0.3% /0.5%

Material: SS304

Product Name: Turbine flow meter Oil flow meter

Water flow meter.
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2. Measurement range and Working pressure for liquid

Nominal | Regular Flow | Expanding flow Regular tolerance Special tolerance
Diameter rate (m3/h) rate pressure(MPa) pressure(MPa)
(mm) (m3/h) (flange connection)

| DN4 | 0.04—0.25 | 0.04—0.4 | 6.3 | 12, 16, 25

| DNG6 | 0.1-0.6 | 0.06—0.6 | 6.3 | b A | A L

| DN10 | 0.2—1.2 | 0.15—1.5 | 6.3 | 12, 16, 25

| DN15 | 0.6—6 | 0.4—8 | 6.3, 2.5(flange) | 4.0,6.3,12, 16, 25

| DN20 | 0.8—8 | 0.45—9 | 6.3, 2.5(flange) | 50 63, 12,16, 25

| DN25 | 1—-10 | 0.5—10 | 6.3, 2.5(flange) | 4.0,63,12, 16, 25

| DN32 | 1.5—15 | 0.8—15 | 6.3, 2.5(flange) | 4.0,6.3,12, 16, 25

| DN40 | 2—20 | 1—-20 | 6.3, 2.5(flange) | 0L B 1R 16 25

| DN50 | 4—40 | 2—40 | r A | L6312 1625

| DNB5 | 7—70 | 4-—70 | 2.5 | 4.0, 6.3, 12, 16| 25

| DN8O | 10—100 | 5—100 | F B | BB 12 16, 35

| DN100 | 20—200 | 10—200 | 2.5 | 88 63,1216, 35

| DN125 | 25—250 | 13—250 | 1.6 | 2.5,4.0,6.3,12, 16

| DN150 | 30—300 | 15—300 | 1.6 | 25,40 6.3, 12, 16

| DN200 | 80--800 | 40—800 | 1.6 | 2.5,4.0,6.3,12, 16
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Liquid turbine flow meter
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Table 3. Dimensions

3.1 Flange: ISO7005-1 RF
4 205 Gl
6 330 G 14 Threaded Connection
10 450 G ¥
15 75 G1 D65 $14 4
20 30 Gl D75 D14 4
25 100 Gl DE5 D14 4
32 140 G2 D100 ol14 4
40 140 G2 D110 P$18 4
50 150 D125 D13 4
65 170 D145 D18 4
80 200 D160 Pd18 8
100 220 Coljmlmelcggnn D180 d18 8
125 250 D210 D22 8
150 300 D240 D22 3
200 360 D205 $23 12
3.2 Flange: ASNI Class 600
15 90 $66.5 D16 4
25 115 foris] $20 4






